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Syrup Preparing Tank
- It is a tank where preliminary of nougat batter is made and prepared homogeneously for cooking.

- It can circulate in itself with the help of a pump. Outer section of tank is heat-walled.

- The product recipe that can be adjusted from the control panel automatically adjusts the amount of product to be transferred

from the tank or to be taken into the tank by means of loadcell and electronic valves.

- The inner part of the tank and the pipe connections can be easily washed and drained by the rotating water heads inside the boilers.

PE3EPBYAP 4J14 NOArOTOBKN CMPOIMA

- DTO pe3epByap, B KOTOPOM BbIMOJIHAETCA NpeBapuTe/ibHasA NOAroTOBKAa CMpona A HYyrv 1 4OBOAUTCA A0 O4HOPOAHOWM
Maccbl nepea NpUroToB/IEHNEM.

- O6bopyaoBaHMe MOXeT LMPKYIMPOBaTb BHYTPY ceba C NOMOLLbIO HAacoca. BHeLHAA YacTb pe3epByapa MMeEeT Ten10Bble CTEHKM.
- PeuenT npoAyKLUnmn MOXET BbITb HACTPOEH C NaHEeM YPaB/eHNSA aBTOMATNYECKM M C MOMOLLIbIO TEH30METPNYECKOrOo

[aTyrKa 1 3JIeKTPOHHbIX K/1anaHoB Mo3BosseT

nepeHanpasfiATb U3 pe3epByapa WK B pe3epByap, HagJ iexallee KoMYecTBO NpoAyKLMN.

- BHYTpeHHAs YacTb 1 TpybHble coeAMHEHNA pe3epByapa MOryT 6biTb JIETKO BbIMbITbI M OMYCTOLIEHbI C MOMOLLbHO BPALLAOLLMXCS
BOASAHbIX FO/I0BOK BHYTPU KOT/IOB.
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