NOUGAT CARAMEL

BMS-047 AND CROQUANT
i PRODUCGTION LINE
KR-1900
CROQUANT
COOKING
MACHINE
Croquant Cooking Machine BAPOYHMK A9 MPUTOTOBJIEHNA TPUJTbAXA
- It has the ability to cook crokan product with both superheated - CnocobHa roToBUTb FPUJIbAXKHBIN NPOAYKT Kak B MApOBOM Tak
steam and superheated oil. 1 MacJIAHHOM KOTJ1e.
- Capacity can optionally be adjusted to 200-500 kg/h. - [Ipon3BOANTENIbHOCTD M0 XKEJIAHWI0 MOXHO OTPerysimpoBaTtb 40
- There are mixer and scraper mechanisms specially designed for 200-500 kr / yac.

- OCHallleH cMecuTebHbIMK U CKpebKOBbIMN MeXaHW3Mamu, C

neumnasnbHo pa3paboTaHHble A1 OAHOPOLHOIO NepeMeLLMBaHNSA
NPOAYKLNN 1 HE NO3BOJIAIOLLME NPUTOpPaTh BO BPEMSA NPUTOTOB/IEHNS.

- lepmeTm3auma ocyLLeCcTBAAETCA C MOMOLLbIO CMeUnasibHbIX YNIJIOTHEHNUN.
- CKOpOCTb CMELLMBAaHMA, Napa, ropsyero Mac/a, TemnepaTypbl NPpoAYKTa

N CKOPOCTM MOXHO KOHTPOJ/IMPOBATh C MOMOLLbIO CEHCOPHOTO 3KpaHa MNJIK.

homogenous mixing of the product and not to burn during cooking.
- Impermeability is provide by special gasket.

- Mixing speed, steam, superheated oil, product temperatures and
speed can be controlled from the PLC screen by touch.
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